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FOREWORD 
 

GUARANTEE 
 
The manufacturer guarantees its products for a period of 12 (twelve) months from the date of purchase. The 
guarantee only covers the free repair or replacement of parts judged to be defective after inspection by the 
manufacturer (excluding electrical components and tools). The guarantee, which excludes the manufacturer from any 
responsibility for direct or indirect damage, is limited solely to coverage for defective materials and does not cover any 
parts that have been dismantled, repaired or otherwise interfered with by anyone other than our technicians. 
Any damage resulting from negligence, neglect, improper or incorrect use of the machinery by the operators also 
invalidates the guarantee. Removal of the safety mechanisms on the machinery automatically renders the guarantee 
null and void and excludes the manufacturer, VENPLAST S.r.l, from any responsibility. The guarantee is also 
invalidated by the use of non original spare parts. When machinery is returned to the manufacturer, even under 
guarantee, the customer is responsible for shipping costs involved. 
 

MANUAL STORAGE 
 
This manual must be kept in a safe place under the supervision of the head of the department. 
It should only be used to make a sufficient number of copies to ensure the following: 
N° 1 copy to be kept by the ventilator; 
A copy of the pertinent chapter regarding their specific job for each supervisor together with a copy of chapters 0, 1 
and 2. e.g.: The maintenance supervisor must have a copy of the chapter on maintenance and a copy of chapters 0, 1 
and 2. 
N° 1 copy to the HEALTH and SAFETY manager. 
The copies must be an exact replica of the original manual, both in terms of size and definition, and must be 
substituted before wear and tear from use alters these characteristics. 

 
GENERAL INFORMATION 

 
HAZARD WARNINGS 

 
 

 Never put your hands, or any other part of your body, into the fan casing. 

 Never remove, take off, modify or in any other way interfere with the protective devices. 
 
LIMITATIONS OF USE 

 
The ventilator has been designed and built to funnel air in the presence of corrosive gas/vapours at temperatures 
between -15C° and +70C°. The concentration limits for funnelling corrosive substances are given below. 
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